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INKOMA-bevel shaft mounting right angle 
gear units KG are bevel gear units having 
dimensions compatible with the current 
INKOMA-precision screw jacks type HSG, 
(the centre height and input shaft diameter of 
the HSG are the same as those of the KG). 
They are often used when, for space reasons, 
the motor connection needs to be positioned 
at right angles to the worm shaft of the screw 
jack.  

Usually the INKOMA-bevel shaft mounting 
right angle gear unit KG is fitted to the input 
shaft of the compatible screw jack. Using a 
separate male shaft the INKOMA-bevel shaft 
mounting right angle gear unit can be 
employed as a standard right angle gearbox. 
Tapped holes provided in the casing of the 
right angle gear unit considerably enhance 
the range of applications.

If the INKOMA-bevel shaft mounting right 
angle gear unit KG is to be mounted to its 
compatible INKOMA-HSG-precision screw 
jack it should be stated, when ordering, that 
the housing bores for this facility are required.

KG bevel shaft mounting right angle gear units

Bevel shaft mounting right angle gear units KG-0 to KG-3
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Product description



Dimensions

Bevel shaft mounting right angle gear unit KG-0

KG - 0

Ordering example:

Bevel shaft mounting right angle gear unit

Size 0

INKOMA-bevel shaft mounting right angle gear unit KG-0 compatible 
with INKOMA-precision screw jack HSG-0. Can be simply modified to 
a conventional right angle gearbox using a supplementary solid shaft.

Ratio: 1:1
Nominal torque: 3 Nm (1500 1/min)
Max. torque: 4,2 Nm
Max. input speed: 1500 1/min
Mass: 0,5 kg
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KG - 1 - i=2:1

Ordering example:

Bevel shaft mounting right angle gear unit

Size 1

Ratio

Bevel shaft mounting right angle gear unit KG-1
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INKOMA-bevel shaft mounting right angle gear unit KG-1 compatible 
with INKOMA-precision screw jack HSG-1. Can be simply modified to 
a conventional right angle gearbox using a supplementary solid shaft.

Ratio: 1:1 / 2:1
Nominal torque: 7 Nm (1500 1/min)
Max. torque: 9,2 Nm
Max. input speed: 1500 1/min
Mass: 1,2 kg

Dimensions



KG - 2

Ordering example:

Bevel shaft mounting right angle gear unit

Size 2

Bevel shaft mounting right angle gear unit KG-2
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Dimensions

INKOMA-bevel shaft mounting right angle gear unit KG-2 compatible 
with INKOMA-precision screw jack HSG-2. Can be simply modified to 
a conventional right angle gearbox using a supplementary solid shaft.

Ratio: 1:1
Nominal torque: 11 Nm (1500 1/min)
Max. torque: 14 Nm
Max. input speed: 1500 1/min
Mass: 2,0 kg



KG - 3

Ordering example:

Bevel shaft mounting right angle gear unit

Size 3

Bevel shaft mounting right angle gear unit KG-3
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Dimensions

INKOMA-bevel shaft mounting right angle gear unit KG-3 compatible 
with INKOMA-precision screw jack HSG-3. Can be simply modified to 
a conventional right angle gearbox using a supplementary solid shaft.

Ratio: 1:1
Nominal torque: 24 Nm (1500 1/min)
Max. torque: 31 Nm
Max. input speed: 1500 1/min
Mass: 3,8 kg



Bevel shaft mounting right angle gear units KG-0 to KG-3

INKOMA-bevel shaft mounting right angle gear unit KG has 
dimensions which allows its simple combination with other INKOMA 
products.

HSG
KG bevel shaft mounting
right angle gear unit

with hollow shaft

KG    - bevel shaft mounting right angle gear unit

HSG - precision screw jack

GE - cardan shaft

HSG

KG bevel shaft mounting 
right angle gear unit

with insert shaft

GE
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Application examples


